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1. Raise the front of the vehicle and place on chassis 
stands.

2. Remove the front wheels and front radius rod to 
chassis retaining bolt. (Refer to Fig. 2)

3. Remove OE wheel aligning shims and discard. 
(Refer to Fig. 2)

4. Fit supplied castor lock washers to both sides and 
refit OE bolt.
NOTE: if castor lock washer does not seat correctly 
(refer to fig.1) then please refer to step 4a below 
including Fig.3 and Fig.4
4a.Using suitable hand tools file the elongated chassis 
mounting point and /or the supplied washers as per 
Fig.3 and Fig.4 below.

5. Fit the supplied locking nut to the OE bolt and 
tension to manufacturers specifications.

6. Refit front wheels, lower vehicle and road test.
NOTE: It is recommended that a wheel alignment 
be completed at this point.

Fig.2

Fig.1

Eccentric washer locating tab

Correctly located from manufacturer

Subframe

Eccentric washer locating tab

Misaligned locating tab, this may require the
supplied washer to be filed to ensure correct
fitment

Subframe

N.B: It is recommended that a licenced workshop or trades person carry out the above procedure and that
workshop manual and relevant safety procedures are followed in addition to the above.

NOTE:
Due to manufacturers tolerances and model specific variations
some filing at this point may be required. 
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